
+1 MaxFlo™

PUM
PS

YEARS OF WARRANTY

2

IE3✓

Efficient and durable

 J Compact design, ideal for very small equipment rooms 
 J Excellent value for money
 J Input and output tapped to 1.5"
 J  Suitable for all types of pool up to 70 m3 for the 
1.5 HP model

SINGLE PHASE 
MAXFLO™

THREE PHASE 
MAXFLO™

Type Dim A Dim B Weight I/O Flow 
rate*

Input
Power P1

Output 
Power P2 Amperage Item 

1/2 HP 249 mm 534 mm 14 kg 1”½ 8 m3/h 680 W 490v W 2.9 A SP1806XW81

3/4 HP 249 mm 534 mm 14 kg 1”½ 11 m3/h 870 W 610 W 3.1 A SP1808XW111

1 HP 249 mm 534 mm 15 kg 1’’½ 13 m3/h 975 W 720 W 3.5 A SP1811XW161

1.5 HP 249 mm 534 mm 15 kg 1”½ 15 m3/h 1 100 W 830 W 4.7 A SP1816XW221

3/4 HP 253 mm 537 mm 13 kg 1”½ 12.8 m3/h 1330 W 1100 W 4.5/2.6 A SP1808XW113 IE3✓

1 HP 253 mm 537 mm 14 kg 1”½ 14.5 m3/h 1330 W 1100 W 4.5/2.6 A SP1811XW163 IE3✓

1.5 HP 253 mm 537 mm 15 kg 1”½ 16.2 m3/h 1330 W 1100 W 4.5/2.6 A SP1816XW223 IE3✓

*Under 8m water column pressure

Drain plugs for an 
easy wintering

See-through 
strainer cover

In / Out 1.5"
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Courbes Max Flo Mono

Flow rate (m3/h)

Pressure (mbar)

Flow rate (m3/h)

Pressure (mbar)

438,9 mm

197,1 mm

188,1 mm

193,4 
mm

286,4 
mm

229,8 
mm

284,5 mm

B

A

0

100

200

300

400

500

600

700

800

900

1000

1100

1200

1300

1400

1500

1600

1700

0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25

Pr
es

si
on

 / 
Pr

es
su

re
 (M

C
E)

Débit / Flow Rate (m3/h)

Courbes Max Flo Tri
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